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Bobcat medium loaders, from the S130 to 
the S205, offer a choice of wheelbases and 
lift arm designs intended to meet a wide 
variety of customer needs.  The S130, with its 
short wheelbase and compact design, offers 
superior manoeuvrability  for work in tight 
spaces.  The S150 and all larger models offer 
long wheelbases, enabling the loaders to lift 
heavier loads and provide a smoother ride.  

There is also a choice of boom arms, radial 
and vertical lift path, the latter intended for 
use in lift and carry applications.  As of the 
S150, dual tilt cylinders provide improved lift 
and breakout forces, as well as better cab 
access and visibility to the attachment.  A 
wide selection of Bobcat attachments for 
working the soil and grounds care make 
Bobcat mid-size loaders ideal for landscaping 
applications. 

The most compact loader in the range, 
weighing just 1300 kg, the 463 is the ideal 
machine when it comes to tackling jobs in 
spaces too tight for other equipment.  With a 
choice of more than a dozen attachments, this 
operator-friendly mini loader passes through 
openings less than 92 cm wide by 182 cm 
high.

When space allows the use of a larger loader, 
the Bobcat 553 loader is the ideal size to work 
quickly and efficiently on many jobsites.  
Easy to transport, the 553 is built to handle all 
kinds of jobs using more than 20 attachments 
- from digging, tilling and levelling soil, to 
breaking up concrete and sweeping streets.  
The Bob-Tach mounting system makes 
changing attachments quick and easy.

Small 
Loaders

Medium 
Loaders



MODEL 463 553
MACHINE RATING
Rated Operating Capacity (ROC) kg 329 450
Tipping load kg 660 900
Pump capacity l/min 37.1 41.6
High flow hydraulics - -

System pressure MPa 20.7 20.8
Travel speed (inching) km/h - -

Travel speed (standard) km/h 10.5 10.3
Travel Speed (2 speed option (high range))* km/h - -

Ground pressure MPa - -

DIMENSIONS
Dump height with standard bucket mm 1892 2083
Height to bucket hinge pin mm 2399 2634
Height with operator cab mm 1814 1842
Length with standard bucket mm 2553 2725
Width over standard bucket mm 914 1255

ENGINE
Engine Kubota / Model D1005-E2B-BC-3 D1105-E2B-BC-1 V
Fuel / Cooling Diesel / Liquid Diesel / Liquid
Type Natural aspirated Natural aspirated
Maximum power at RPM (ISO 9249) kW 16.8 (at 3000 RPM) 16.8 (at 3000 RPM)
Torque at  RPM (SAE JI 995) Nm 58.3 (at 2200 RPM) 70.5 (at 2100 RPM)
Number of cylinders / Displacement cm‡ 3 / 1001 3 / 1123
Fuel tank capacity l 24.6 38.0

CONTROL OPTIONS
Bobcat Std (foot pedals / steering levers) Std Std
Advanced Control System (ACS) - -

Selectable Joystick Controls (SJC) - -

Joystick controls for SSL / AWS Model - -

FACTORY OPTIONS
Power Bob-Tach TM � hydraulic coupler - -

Cab enclosure with heat Opt Opt
Cab enclosure with heat and air conditioning - -

Deluxe instrument panel - -

WEIGHTS
Operating weight** kg 1301 1737
Shipping weight kg 1119 1538

(*)   High range: Optional for S220 / S250, standard for S300, A300
(**) Base Machine with bucket, fuel tank full and operator



S130 S150 S160H S175 / S175H S185H S2

590 680 726 794 840
1195 1407 1497 1872 1849
64 64 100 64 / 100 100
- - Std Opt / Std Std

18.3 - 19.0 22.4 - 23.1 22.4 - 23.1 22.4 - 23.1 22.4 - 23.1
- - - - -

11.8 11.3 11.8 11.8 11.8
- - - - -

- - - - -

2100 2197 2197 2310 2310
2781 2908 2908 3002 3002
1964 1938 1938 1938 1938
3152 3310 3310 3309 3309
1575 1727 1727 1727 1727

V2203-M-DI-E2B-BC-3 V2203-M-DI-E2B-BC-3 V2003-M-DI-TE2B-BC-3 V2203-M-DI-E2B-BC-3 V2003-M-DI-TE2B-BC-3 V24
Diesel / Liquid Diesel / Liquid Diesel / Liquid Diesel / Liquid Diesel / Liquid

Natural aspirated Natural aspirated Turbo Natural aspirated Turbo
34.3 (at 2800 RPM) 34.3 (at 2800 RPM) 41.8 (at 2800 RPM) 34.3 (at 2800 RPM) 41.8 (at 2800 RPM) 4
150 (at 1700 RPM) 150 (at 1700 RPM) 169 (at 1825 RPM) 145 (at 1700 RPM) 169 (at 1825 RPM) 2

4 / 2196 4 / 2196 4 / 1999 4 / 2196 4 / 1999
50.3 90.8 90.8 90.8 90.8

Std Std Std Std Std
Opt Opt Opt Opt Opt

- Opt Opt Opt Opt
- - - - -

Opt Opt Opt Opt Opt
Opt Opt Opt Opt Opt

- - Opt - Opt
Opt Opt Opt Opt Opt

2465 2692 2774 2853 / 2873 2821
2128 2327 2409 2488 2456

Solutions beyond y



S205/ S205H S220 / S220H S250 / S250H S300 / S300H T140 T1

930 999 1135 1362 642
2019 2069 2568 2772 1834

62 / 96.5 78.4 / 151 78.4 / 151 78.4 / 151 64.0
Opt / Std Opt / Std Opt / Std Opt / Std -

22.4 - 23.1 22.4 - 23.1 22.4 - 23.1 22.4 - 23.1 18.3 - 18.9
- - - - -

11.3 10.6 10.6 10.6 11.8
- 18.5 18.5 18.5 -

- - - - 0.0385

2310 2423 2517 2517 2104
3002 3109 3272 3272 2783
1938 2055 2055 2055 1967
3309 3630 3630 3630 3153
1727 1880 1880 2880 1422

C-3 V2403-M-DI-TE2B-BC-1 V3300-DI-T V3300-DI-T V3300-DI-T V2203-M-DI-E2B-BC-3
Diesel / Liquid Diesel / Liquid Diesel / Liquid Diesel / Liquid Diesel / Liquid

Turbo Turbo Turbo Turbo Natural aspirated
) 45.5 (at 2700 RPM) 54 (at 2400 RPM) 54 (at 2400 RPM) 58 (at 2400 RPM) 34.3 (at 2800 RPM)
) 218 (at 1475 RPM) 272 (at 1400 RPM) 272 (at 1400 RPM) 295 (at 1400 RPM) 149.8 (at 1700 RPM)

4 / 2433 4 / 3318 4 / 3318 4 / 3318 4 / 2196
90.8 87.1 87.1 87.1 50.4

Std Std Std Std -

Opt Opt Opt Opt -

Opt Opt Opt Opt -

- - - - -

Opt Opt Opt Opt Opt
Opt Opt Opt Opt Opt
Opt Opt Opt Opt -

Opt Opt Opt Opt Opt

3023 / 3053 3394 / 3414 3549 / 3570 3832 / 3860 3021
2658 3018 3181 3363 2697

d your expectations.



T190 / T190H T250 / T250H T300 / T300 H A300 / A300H

1088 1168 1461 1362
3108 3338 4177 2772

61.6 / 96.4 80.2 / 151 80.2 / 151 78.4 / 151
Opt / Std Opt / Std Opt / Std Opt / Std

22.4 - 23.1 22.4 - 23.1 22.4 - 23.1 22.4 - 23.1
- - - 6.4

11.4 10.6 10.6 11.1
- - - 19.1

0.033784 0.028 0.029

2310 2423 2517 2517
3002 3109 3272 3272
1938 2055 2055 2055
3309 3630 3630 3630
1727 2032 2055 1880

C-3 V2403-M-DI-TE2B-BC-1 V3300-DI-T V3300-DI-T V3300-DI-T
Diesel / Liquid Diesel / Liquid Diesel / Liquid Diesel / Liquid

Turbo Turbo Turbo Turbo
) 45.5 (at 2900 RPM) 58 (at 2400 RPM) 58 (at 2400 RPM) 58 (at 2400 RPM)
) 234.9 (at 1475 RPM) 295 (at 1400 RPM) 295 (at 1400 RPM) 295 (at 1400 RPM)

4 / 2433 4 / 3318 4 / 3318 4 / 3318
106 113.5 113.5 87.1

- - - -

- - - -

- - - -

- - - Std

Opt Opt Opt Opt
Opt Opt Opt Std
Opt Opt Opt Opt
Opt Opt Opt Opt

3453 / 3473 4240 / 4260 4401 / 4421 3934 / 3954
3081 3804 3961 3538



Thanks to high hydraulic breakout force and tractive 
effort, Bobcat S220, S250 and S300 loaders can handle 
the most demanding construction and material-handling 
applications.  With more than 60 different Bobcat 
attachments, these loaders can do  everything from 
earthmoving and landscaping jobs to demolition and 
snow removal.  High flow hydraulics are available for 
all these loader models, enabling them to run efficiently 
a variety of attachments such as the flail cutter, wood 
chipper and cold planer. A two-speed option with on-
the-go speed selection lets you travel up to 18.5 km/h.

Large Loaders

Tracked loaders
Ranging from the smallest T140 model with radial 
lift arms to the largest T300 model with a vertical 
lift path boom, all Bobcat compact tracked loaders 
are designed to work in soft ground conditions and 
in those applications where maximum stability and 
tractive effort are required.  Its external dimensions 
and transport weight, make the T140 a perfect partner 
for work year-round. Optional high flow hydraulics are 
available for the turbodiesel-powered T190, T250 and 
T300 tracked loaders so they can be used to run the 
widest variety of attachments.  Equipped with 450 mm 
wide tracks, the T250 and T300 loaders are designed 
for demanding applications such as digging, backfilling, 

grading, spreading and carrying materials.

The unique Bobcat A300 loader - the only one in the 
industry - offers two types of steering.  In addition to 
skid steering, the loader offers, at the flip of a switch 
in the operator cab, all-wheel steering.  Skid steering 
is indispensable for those applications requiring a 
maximum of manoeuvrability.  All-wheel steering will 
be tyre-friendly even when you•re working on asphalt 
and other hard surfaces. All-wheel steering is ideal for 
minimizing disturbance to soft surfaces. 

Like all Bobcat loaders, the A300 is equipped with the 
Bob-Tach mounting frame, allowing the machine to use 
a large number of attachments to handle all kinds of 
applications. A heated cab, 2 speed ranges and joystick 
controls are standard for increased comfort, efficiency 
and productivity.

All-Wheel Steer 
Loader



Ingersoll Rand is a world leader in the � eld of compact vehicles and equipment. Our widely known 
Bobcatfi brand includes an extensive line of powerful, nimble compact construction equipment and 
attachments, and our state-of-the-art engineering capabilities and stylish designs are re� ected in our 
world famous Club Carfi vehicles. 

 www.clubcar.com  www.bobcat.com  www.ingersollrand.com

'2006 Ingersoll-Rand Company Limited 4470470-EN (05-06)


