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Product Range



MODEL T2556 T2566
PERFORMANCE

Lifting height � on tyres mm 5560 6450
Lifting height � on stabilisers mm - -
Rated capacity kg 2500 2500
Capacity (at max. height on tyres) kg 2500 2500
Capacity (at max. height on stabilisers) kg - -
Capacity (at max. reach on tyres) kg 1100 900
Capacity (at max. reach on stabilisers) kg - -
Max. reach on tyres mm 3120 4050
Max. reach on stabilisers mm - -
Crowding force daN 3600 3600

WEIGHTS
Weight (unladen) kg 4820 5350

ENGINE
Make / Model PERKINS / 1104C-44T turbo PERKINS / 1104C-44T turbo PERKI
Fuel / Cooling Diesel / Liquid Diesel / Liquid
Rated power (DIN 6271) at 2200 RPM kW (Hp) 74.5 (100 ) 74.5 (100 ) 
Maximum torque at 1400 RPM Nm 412 412
Number of cylinders 4 4
Displacement l 4.4 4.4

TRACTION
Standard tyres 400/70x20 150B 400/70x20 150B
Low speed (forward/reverse) km/h 0-8 0-8
High speed (forward/reverse) km/h 0-30 0-30
Driving modes Direct drive / soft drive Direct drive / soft drive Dir

DRIVE SYSTEM
Transmission Variable displacement hydrostatic pump Variable displacement hydrostatic pump Variable dis
Main drive Hydrostatic motor Hydrostatic motor 

HYDRAULIC SYSTEM
Pump type Engine driven, gear type Engine driven, gear type Eng
Combined pump capacity l/min 130 130
Working pressure bar 265 265

BRAKES
Engine braking Hydrostatic Hydrostatic
Parking and emercency brake Mechanical, acting on both axles Mechanical, acting on both axles Mechan

DIMENSIONS
Overall width mm 1984 1984
Overall length (with carriage) mm 4408 4905
Overall height mm 2096 2096
Ground clearance mm 435 435
Wheelbase mm 2500 2500
Track width mm 1580 1580
External turning radius (with forks) mm 4850 5207
Internal turning radius mm 1475 1475



T3571 T3571L T35100 T35100L T35100SL

7120 7120 10000 10000 10000
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- - - - 3000
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turbo PERKINS / 1104C-44T turbo PERKINS / 1104C-44T turbo PERKINS / 1104C-44T turbo PERKINS / 1104C-44T turbo PERKINS / 1104C-44T turbo PE
Diesel / Liquid Diesel / Liquid Diesel / Liquid Diesel / Liquid Diesel / Liquid

74.5 (100 ) 74.5 (100 ) 74.5 (100 ) 74.5 (100 ) 74.5 (100 ) 
412 412 412 412 412
4 4 4 4 4

4.4 4.4 4.4 4.4 4.4

400/70x20 150B 400/70x20 150B 400/70x20 150B 400/70x20 150B 400/70x20 150B
0-7 0-7 0-7 0-7 0-7

0-30 0-30 0-30 0-30 0-30
ive Direct drive / soft drive Direct drive / soft drive Direct drive / soft drive Direct drive / soft drive Direct drive / soft drive

tatic pump Variable displacement hydrostatic pump Variable displacement hydrostatic pump Variable displacement hydrostatic pump Variable displacement hydrostatic pump Variable displacement hydrostatic pump Variable 
 Hydrostatic motor Hydrostatic motor Hydrostatic motor Hydrostatic motor Hydrostatic motor 

ype Engine driven, gear type Engine driven, gear type Engine driven, gear type Engine driven, gear type Engine driven, gear type
144 144 144 144 144
265 265 265 265 265

Hydrostatic Hydrostatic Hydrostatic Hydrostatic Hydrostatic
th axles Mechanical, acting on both axles Mechanical, acting on both axles Mechanical, acting on both axles Mechanical, acting on both axles Mechanical, acting on both axles Mec
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Solutions beyond y
NEW NEW NEW



L T35120L T35120SL T40140 T40170

11620 11620 13430 17430
- 11850 13610 17180
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2300 2300 2500 1250

- 3200 4000 2500
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- 1200 1300 560
8100 8100 9800 13730
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turbo PERKINS / 1104C-44T turbo PERKINS / 1104C-44T turbo PERKINS / 1104C-44T turbo PERKINS / 1104C-44T turbo
Diesel / Liquid Diesel / Liquid Diesel / Liquid Diesel / Liquid

74.5 (100 ) 74.5 (100 ) 74.5 (100 ) 74.5 (100 ) 
412 412 412 412
4 4 4 4

4.4 4.4 4.4 4.4

400/70x20 150B 400/70x20 150B 400/80x24 400/80x24
0-7 0-7 0-8 0-8

0-30 0-30 0-30 0-30
ive Direct drive / soft drive Direct drive / soft drive Direct drive / soft drive Direct drive / soft drive

tatic pump Variable displacement hydrostatic pump Variable displacement hydrostatic pump Variable displacement hydrostatic pump Variable displacement hydrostatic pump
 Hydrostatic motor Hydrostatic motor Hydrostatic motor Hydrostatic motor 

ype Engine driven, gear type Engine driven, gear type Engine driven, gear type Engine driven, gear type
144 144 144 144
265 265 265 265

Hydrostatic Hydrostatic Hydrostatic Hydrostatic
th axles Mechanical, acting on both axles Mechanical, acting on both axles Mechanical, acting on both axles Mechanical, acting on both axles

2216 2216 2394 2394
5584 5584 6099 6210
2295 2295 2473 2473
419 419 503 503

2850 2850 2850 2850
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5400 5400 5748 5748
1370 1370 1560 1560

d your expectations.



Less than 2 metres wide, the Bobcat® telehandler 
models T2556 and T2566 are the smallest in the Bobcat 
range.  Both models have a maximum capacity of 2.5 
tonnes.  The T2556 has a maximum lift height of 5.6 m, 
while the T2566 offers a lift height of almost 6.5 m. 

Thanks to their compact size, high power to weight 
ratio and 2 speed ranges, the T2556 and T2566 are ideal 
for a wide variety of material-handling applications in 
industry, construction and landscaping.  

Small 

Large
Offering a maximum lift capacity of 4 tonnes, the 
Bobcat® T40140 and T40170 telehandlers are equipped 
with an innovative new boom that incorporates the 
latest state-of-the-art construction techniques.  Simple 
in design, the new boom is light and strong, and has 
a built-in counter-bow to ensure straightness when 
extended under full load.  Frame levelling and side-
shift enable precision placement of the load.

Thanks to the Aggravating Movements Arrestor (AMA), 
loads are always handled in complete safety.

Bobcat® medium size telehandlers all offer a maximum 
load capacity of 3.5 tonnes, with maximum lift heights 
ranging from just over 7 metres to nearly 12 metres.  A 
light, robust unitized frame allows these machines to 
lift as much or more than heavier machines in the same 
class.  

The 10- and 12-metre models have excellent load charts 
on tyres as well as stabilisers and can be equipped both 
with frame self-levelling and stabilisers, making them 
ideal for applications requiring flexibility, precision and 
optimal stability. 

Medium



Ingersoll Rand is a world leader in the � eld of compact vehicles and equipment. Our widely known 
Bobcatfi brand includes an extensive line of powerful, nimble compact construction equipment and 
attachments, and our state-of-the-art engineering capabilities and stylish designs are re� ected in our 
world famous Club Carfi vehicles. 

 www.clubcar.com  www.bobcat.com  www.ingersollrand.com
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